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Rewiring and Demolition

Electrical Symbols General Notes

Abbreviations

CLG. WALL
E EXISTING CONDUIT IN PLACE — REMOVE EXISTING o DUPLEX RECEPTACLE 1. THE ELECTRICAL POWER DISTRIBUTION SYSTEM WILL PROVIDE A VOLTAGE ADO AUTOMATIC DOOR OPENER
WIRES AND INSTALL NEW WIRES AS INDICATED DROP NOT TO EXCEED 5% BETWEEN THE MAIN TRANSFORMER SECONDARY AF AMPERE FRAME
- . AND THE EQUIPMENT TO BE SERVED. AFF ABOVE FINISHED FLOOR
o & DUPLEX RECEPTACLE MOUNTED 6” ABOVE COUNTER. AT AMPERE TRIP
EXISTING CONDUIT AND WIRE TO REMAIN ) 2. THE LIGHTING AND POWER SYSTEM WIRING SHALL BE SIZED IN ORDER TO ATS AUTOMATIC TRANSFER SWITCH
== DUPLEX RECEPTACLE ON EMERGENCY CIRCUIT — 20A, MTD 18 LIMIT THE VOLTAGE DROP TO 3% FROM THE LAST FIXTURE/DEVICE IN ANY BC BARE COPPER
X EXISTING CONDUIT AND WIRE TO BE ABANDONED OR (460 MM) AFF WITH 1/4” (6.5 MM) "EMERGENCY” ENGRAVED CIRCUIT TO THE PANELBOARD. BRIP BOILER PLANT INSTRUMENTATION PANEL
REMOVED LETTERS FILLED WITH RED ENAMEL. SUBSCRIPT "P” INDICATES C CONDUIT
CONDUIT W/APPROVED TYPE COUPLINGS — INSTALL e COMBINATION SWITCH & DUPLEX RECEPTACLE (4'—6" (1400 MM) . cCTv CLOSED CIRCUIT T.V.
NEW WIRES AFF UNLESS OTHERWISE NOTED). 4. LIGHT FIXTURES SHALL HAVE COLOR BY ARCHITECT. CLG CEILING
DB DIRECT BURIAL
X CONDUIT SEAL FOR EXPLOSION PROOF INSTALLATION D el mwMO.swﬁéom_.mo%mwumﬂ_ummzmomzommwmmrmu%mmw. %om%xmm_zo 5. LIGHTING SHALL BE MOUNTED UTILIZING METHODS OF ATTACHMENT IN EC EMPTY CONDUIT
, 20A, ~CON ACCORDANCE WITH NEC, ARTICLE 410—16 AND UL REQUIREMENTS. EG EQUIPMENT GROUND
PR PRESENT LIGHTING FIXTURE, SWITCH, DEVICE, ETC. TO REMAIN LINE OF OUTLET: 6'—6" (2000 MM) AFF—MINIMUM). CONTRACTOR IS RESPONSIBLE TO COORDINATE FIXTURE INSTALLATION EHH ELECTRIC HANDHOLE
HARDWARE WITH CEILING TYPE. EX EXISTING
@] FIRE RATED POKE THROUGH FLOOR BOX WITH DUPLEX
PRN PRESENT LIGHTING FIXTURE, SWITCH, DEVICE, ETC. TO REMOVED 5 RECEPTACLE ( HUBBELL #PT7FSDBRS2A ) | | EJ EXPANSION JOINT
AND REPLACED WITH NEW. 6. INSTALL ALL POKE THRU'S PER SPECIFICATIONS, MANUFACTURER’S mmmw m% mym__www_mw_« PROOF
REQUIREMENTS, AND NATIONAL ELECTRIC CODE. ALL POKE THRU DEVICES
PRR PRESENT LIGHTING FIXTURE, SWITCH, DEVICE, SHOWN AT NEW B FLOOR BOX WITH DUPLEX RECEPTACLE. SHALL BE INSTALLED AS A MINIMUM SPACING OF 2° ON CENTER AND NO EMH ELECTRIC MANHOLE
LOCATION, o SINGLE RECEPTACLE — 20A, MTD 18” (460 MM) AFF UNLESS MORE aoay ONE DEVICE PER EACH 65 SQUARE FEET OF FLOOR AREA IN e SLECTRIC WATER COOLER
RPX PRESENT LIGHTING FIXTURE, SWITCH, DEVICE, ETC. TO BE REMOVED.. OTHERWISE NOTED. . ESM ELECTRIC STRIP MOLD
e DUPLEX RECEPTACLE (HOSPITAL GRADE) — 20A, MTD. 18” (460 7. ALL EMPTY CONDUITS (ELECTRICAL, TELEPHONE, DATA, TV, ETC.) SHALL FA FIRE ALARM
RPC REMOVE PRESENT FIXTURE, SWITCH, DEVICE, ETC. AND CAP OUTLET. GFI MM) AFF. SUBSCRIPT "GFI” INDICATES GROUND FAULT TYPE: "N” HAVE A CONDUIT MEASURING TAPE INSTALLED WITHIN THEM. THE TAPE m_>on mmm _\/_.r_.\/cmb\__zmm%m_ﬂg PANEL
INDICATES NOT HOSPITAL GRADE: "ST” INDICATES (15A) SAFETY SHALL BE SUITABLE FOR USE AS A PULLING LINE. TAPE SHALL BE RATED
RPR REMOVE PRESENT FIXTURE, SWITCH, DEVICE, ETC. ITEM TO BE TYPE: AND "I” INDICATES ISOLATED GROUND (IF USED). 130 LB. TENSILE STRENGTH (GREENLEE 435 OR EQUAL) SIZES 2 INCHES o e N
REMOVED AND RELOCATED. OR LARGER SHALL BE SUPPLEMENTED WITH 200 LB. NYLON LINE, TIED AT - UOR . UORESCENT
= wﬂz_uw_mﬂ _ mmmmo_/_m%mmm_.m SWITCHED 18” (460 MM) AFF UNLESS BOTH ENDS TO TAPE. FSS FUSED SAFETY SWITCH
. 8. ALL PULL LINES SHALL BE IDENTIFIED LISTING ORIGIN, INTERMEDIATE PULL =D UG ECUARD CONTROL PANEL
FATP FIRE ALARM TRANSPONDER PANEL POINTS AND TERMINATION, SPECIFIC LOCATIONS OF ORIGIN, INTERMEDIATE OWZ GENERATOR
PULL POINTS AND TERMINATION. SPECIFIC LOCATIONS OF ORIGIN, e CROUND TERMINAL BOX
75 RAISED FLOOR POWER/DATA FLOOR BOX (SEE SPECIFICATION INTERMEDIATE PULL POINTS AND TERMINATION SHALL BE INDICATED. GF| GROUND FAULT INTERRUPTER
SECTION). PROVIDE 2—20AMP DUPLEX RECEPTACLES AND 1" EMT HOA HAND OFF AUTOMATIC
9. WHERE CONDUIT, CABLES, DUCTWORK, OR PIPING PASSES THROUGH FIRE
CONDUIT STUB WITH (4) FOUR CATEGORY 6 UTP CABLES FROM RATED FLOORS OR WALLS, THE SLEEVES SHALL BE COMPLETELY SEALED i e he WER
FLOOR SERVING TELECOM ROOM. ROUGHT CABLES UNDER FLOOR WITH A FIRESTOP MATERIAL THAT IS UL LISTED, AND ACCEPTED BY THE iy CH. VOLTAGE
AS INDICATED ON DRAWINGS.. REFER TO TELECOMMUNICATION BUILDING DEPARTMENT AND FIRE DEPARTMENT AS BEING SUITABLE FOR INCAND INCANDESCENT
DRAWINGS FOR COMMUNICATION OUTLET REQUIREMENTS. THIS SERVICE SUCH AS DOW CORNING CORP., SILICONE ELASTOMER, DOW 1B JUNCTION BOX
o CORNING 3—6548 SILICONE RTV FOAM, OR APPROVED EQUAL. THIS
POWER DISTRIBUTION MODULE MATERIAL SHALL BE INSTALLED IN ACCORDANCE WITH THE REQUIREMENTS e Cia e TEMPERATURE CONTROL PANEL
" QUADRUPLEX RECEPTACLE OF THE MANUFACTURER TO MAINTAIN THE FIRE RATING OF THE o CIGHTING
PENETRATED WALL OR FLOOR. v Cow VOLTAGE
10. ELECTRICAL DRAWINGS ARE DIAGRAMMATIC ONLY. REFER TO v VAT A=
o ARCHITECTURAL DRAWINGS FOR EXACT LOCATIONS OF DEVICES AND Y MOTOR CONTROL. CENTER
ELECTRICAL STRIP MOLD (OUTLETS ON 2’—0” (610 MM) CENTERS LIGHTING FIXTURE LOCATIONS.
OR AS DESIGNATED ON DRAWINGS), MTD 3'—6” (1100 MM) AFF MDP MAIN DISTRIBUTION PANEL
. OR AS INDICATED. 11. ALL WORK SHALL BE DONE IN ACCORDANCE WITH THE LATEST EDITION OF Vv VAT e
Site Work Symbols THE NATIONAL ELECTRICAL CODE (NFPA 70) AND LOCAL APPLICABLE MTD MOUNTED
) SPECIAL RECEPTACLE NEMA CONFIGURATION AS INDICATED CODES. VTG HGT MOUNTING HEIGHT
P/S POWER /SIGNAL DUCT O GROUND JACK 12. PROVIDE PROPER ACCESS PANELS AS SPECIFIED IN SECTION 08305 IN nroS NON-FUSED SAFETY SWITCH
< SIGNAL DUCT G WALLS AND GWB CEILINGS FOR ANY EQUIPMENT, DEVICES, SWITCHES, B SULL BOX
|||||| TWO—PEICE STEEL MULTIPLE CHANNEL SURFACE RACEWAY WITH mm%m\/mooqo%w“qmm%m. w%amw/mﬂo%moz_nowov_A_mm;mmrijmomﬁ_Moo PANELS TO BE PBPU PREFABRICATED BEDSIDE PATIENT POWER UNIT
P POWER DUCT DIVIDER, PROVIDE ALL ASSOCIATED RACEWAYS, FITTING AND -C. PNL PANEL
ACCESSORIES AS REQUIRED, FURNISH AND INSTALL POD POWER OPERATED DAMPER
—EX P/S—  EXISTING POWER/SIGNAL DUCT RECEPTACLES AND COMMUNICATION OUTLETS AS INDICATED ON 13. mwmzohmm%w_u.zmoﬂwﬂ\/ﬂmﬂmmmm_n_w_._. _.._um%\_sﬂa»m?%%z%mﬁozﬂ%%w o PTRV POWER TYPE ROOF VENTILATION
FLOOR PLANS. WIREMOLD V 4000 SERIES. “ : PWR POWER
EX'S EXISTING SIGNAL DUCT MECHANICAL EQUIPMENT. PROVIDE MANUFACTURER'S SPECIFIED FLEX RECEPT RECEPTACLE
— EX P——  EXISTING POWER DUCT [XXXXXXXXYX] TWO—PEICE STEEL MULTIPLE CHANNEL SURFACE RACEWAY, CONDUIT, RIGID CONDUIT OR WATER TIGHT CONDUIT AS REQUIRED. RGIP REMOTE GROUND INDICATOR PANEL
PROVIDE ALL ASSOCIATED RACEWAYS, FITTING AND ACCESSORIES COORDINATE ALL LOCATIONS OF EQUIPMENT, VFD'S DISCONNECTS AND SHH SIGNAL HANDHOLE
DB DIRECT BURIAL CABLE — SIZE AS INDICATED. AS REQUIRED, FURNISH AND INSTALL RECEPTACLES AND CONTROL PANELS PRIOR TO INSTALLATION. m“o m“moozﬂ_w_i INTERCOM
COMMUNICATION OUTLETS AS INDICATED ON FLOOR PLANS.
O—e STREET LIGHT WITH SINGLE LUMINAIRE WIREMOLD V 4000 SERIES. 14. THE ELECTRICAL CONTRACTOR SHALL VERIFY ALL LOCATIONS OF ELECTRICAL SMH SIGNAL MANHOLE
DEVICES PRIOR TO INSTALLATION. THE ELECTRICAL CONTRACTOR IS SS SAFETY SWITCH
O—e—O STREET LIGHT TWIN LUMINAIRE RESPONSIBLE FOR ALL MEANS AND METHODS OF INSTALLATION OF THE STA STATION
FOLLOWING ELECTRICAL DEVICES BUT IS NOT LIMITED TO ALL POKE THRUS, TEL TELEPHONE
EYTERIOR FLOOD LIGHT RECEPTACLES, COMMUNICATION ROUGH—INS, JUNCTION BOXES, ETC. ALL v TELEVISION
ROUTING AND INSTALLATION OF RACEWAY FEEDING ELECTRICAL DEVICES UH UNIT HEATER
SHALL BE INSTALLED NEAT AND FLUSH TO SURFACE (WERE NOT IN U.N.O. UNLESS NOTED OTHERWISE
SIGNAL MANHOLE DRYWALL) AND SHALL BE CONCEALED FROM VIEW IN DRYWALL WERE \ VOLTAGE
S
SlsMHox X = INDICATES MANHOLE NUMBER APPLIED. % %%m_w PROOF
a ELECTRIC MANHOLE 15. ELECTRICAL CONTRACTOR SHALL PROVIDE A COMPLETE EMT RACEWAY W/ WITH
EMH—X _ SYSTEM FOR THE LOW VOLTAGE LIGHTING CONTROL WIRING. wP WEATHER PROOF
X — INDICATES MANHOLE NUMBER a WEATHER PR
5] SIGNAL HANDHOLE XFMR TRANSFORMER
SHH—X X — INDICATES MANHOLE NUMBER
T500 PADMOUNT TRANSFORMER — NUMERAL INDICATES
KVA SIZE
SWGR] SWITCHGEAR — SUBSCRIPT DENOTES SUBSTATION
HVS HIGH VOLTAGE SWITCH ON CONCRETE PAD
LVS LOW VOLTAGE SWITCH ON CONCRETE PAD
SWBD SWITCHBOARD
a PRECAST POLYMER CONCRETE EXTERIOR PULLBOX
QUAZITE #(2)PCO608BG06,/POB08CGO0"ELECTRIC”
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